
2022

Front of house 4 x 10 amp circuits: 2 par 64 1kw , 2x par64
1kw colour changer , 650w profile
Onstage 14x 10 amp circuits: 4 x par 56 flood 500w, 1 par 56
spot, 8x 500w fresnel
Canto follow spot 250w
Controller: Zero 88 24ch A/B two DMX circuit

Lighting Equipment
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FOH: 2 x EV tops 500w  2 x Generic 400w subs
Monitors/Wedges: 1 EV EKX-12P 1kw & 1 KGM 12p + passive 
Stagebox Multicore: 24 in 8 out 
Stage Mixer: 8 Channel – Phantom Power – USB MP3 input – XLR & ¼” Outputs
Soundbooth Mixer: Yamaha LS9
1 x Wireless Lavalier Microphone Kit
1 x Handheld Beta 58A Radio Microphones
3 x Shure SM58 Microphones
2 x Condenser Microphones
6 Microphone Stands
XLR to 1/4 “ Jack Patch Cables / XLR to XLR Cables / XLR to Mini Jack / Phono to Mini-Jack
4 Active DI – boxes

Sound  Equipment
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Roof Mounted Panasonic PT-MZ880 Projector
Short Throw Lens
6m x 8m Screen Size: 6m Wide x 8m High
Aspect Ratio: 16:9
Light Output: 8,000 Lum
Resolution:  WUXGA (1920 x 1200 pixels)
Contrast Ratio: 3,100,000:1
Plug-in Point Front of Stage: HDMI/VGA/Audio
Plug-in Point Soundbooth: HDMI/VGA/Audio
Linked to FOH System

Projector Equipment

Main stage - 6m wide and 4.72m length
Pine stage of the carpet = 1.27m(length) by .9m and 2.22m(length) by 1.52m
Rat ... (back of stage) = 7.1m (wall to wall) width and .72m depth
Floor to Stage floor = .62m and Stage floor to Lighting Truss = 4.24m
Drapage Rear & Sides - Full Height Black

Main Stage
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Full Theatre (Tiered Seating Retracted) - 15m (length) x 10m (width)
Ceiling Height - 6m

Floor Space


